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Technical Data Sheet (TDS)
Declaration of Реrfоrmапсе

PLASA DlN FIBRE DE STlcLA
290GR

1, PRoDUCT
Fiberglass mesh 290

2. APPL|CATION SPHERE:
used as а rеiпfоrсiпg element iп the composition of the fagade systems, is laid into the mass of the
putty mixture. The function of this fiberglass mesh is to resist the movement of the insulating mаtеriаl
that оссurs due to the thermal changes оr due to the shrinking паturе, рrечепtiпg арреаrапсе of the
cracks оп the suгfасе

3. TEcHNlcAL cHARAcTERlSTlcS

Nu. lnd jcator Measure Norm Test result Test Method

1
Number of threads 10

cm (warp) 10 cm 42 42 EAD 040016-00-0404:2016, сl. 2.2.6

2
NumЬег of threads 10

сm (weft) 10 cm 28 28 EAD 040016-00-0404:2016, Сl. 2.2.6

з Width
cm

99,5_101 100,1 EAD 040016-00-0404;2016, Cl. 2.2.5

4 Mass реr unit
8rlm2

285-295 287 EAD 040016-00-0404:2016, сl. 2.2,8

5 Ash content % Not less than 15 15,1 EAD 040016-00-0404;2016, сl. 2.2.2

6 Tearing Fоrсе (wаrр) N/5 cm
Not less than

1500 t 764 u\o 040016-00-0404;2016, Сl. 2.2.7

7 Tearing Fоrсе (weft)
N/5 cm

Not less than
720о 8 083 u\o 040016-00-0404:2016, Cl. 2.2.7

8
Теаriпg Fоrсе after 28
days storage (warp) N/50 mm

Not less than
1 000 1 200 u\o 040016-00-0404:2016, Cl. 2.2.7

9
Tearing Fоrсе after 28

days storage (weft) N/50 mm
Not less than

4000 4 050 ч\о 040016-00-0404:2016, Сl. 2.2,7

10 Cell size warp direction mm Not less than 10 10,00 EAD 040016-00-0404:2016, Cl. 2.2.4

11 cell size weft direction
rfu^ i)ф'",,,п,п 

u 6,90 EAD 040016-00-0404:2016, сl. 2.2.4
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